Material Safety Data Sheet

HYGENIC R
~ SECTION1—PRODUCT IDENTIFICATION
MANUFACTURER: | PRODUCT NAME:

The Hygenic Corporation ' RED WAX

1245 Home avenue
Akron, Ohio 44310
PHONE NO. (FOR INFORMATION):

(330) 633-8460 :
EMERGENCY PHONE NO. ;
(330) 633-8460 | ISSUE DATE: September, 1996
~"SECTION 2 — MATERIAL IDENTIFICATION AND INFORMATION
COMPONENTS — Chemicai Name & Common Names o OSHA ACGIH OTHER LIMITS
(Hazardous Components 1% or greater: Carcinogens 0.1% or greater) Y% PEL TV RECOMMENDED

Formula: Proprietary

fj‘%'r‘:;g‘i;“°”s Petroleum Hydrocarbons and Additives 100

TOTAL 100

* SECTION 3 — PHYSICAL / CHEMICAL DATA

Boiling Point: o
9 >316°C (H,0 = 1)

Specitic Gravity: 0.9
Vapor Pressure O, Meilting Point: o .
(mm Hg and Temperature). <0.1mm Hg at 20°C ¢ 58°C approx
Vapor Density (Air=1): Not applicable (Evaporanon Ran::\ Not applicable

Solubility in Water: Neg Water Reactive: No

A| N . .
ppearance and Odor: - g sheets with mild odor

'SECTION 4 — FIRE AND EXPLOSION HAZARD DATA

Flash Point: 99400 (coc) Ei‘:}'ﬂ/ﬁ%‘g%;‘ﬂ: LEL Not established

and method used
Auto-Ignition Temperature: Not established UEL Not established

Extingusher Media: ¢ Foam, Dry chemical

Special Fire Fighting Procedures:

Fire fighters must use self-contained breathing apparatus

Unusual Fire and Explosion Hazards:

None







