3M General Offices 3M Center 123;%5
St. Paul, MN 55144-1000
1-800-364-3577 or (612) 737-6501 (24 hours)

- MATERIAL SAFETY

DATA SHEET

Copyright, 1997, Minnesota Mining and Manufacturing Company. .
All rights reserved. Copying and/or downloading of this information for
the purpose of properly utilizing 3M products is allowed providgd that:
1) the information is copied in full with no changes unless prior agreement
is obtained from 3M, and .
2) neither the copy nor the original is resold or otherwise distributed with
the intention of earning a profit thereon.

DIVISION: DENTAL PRODUCTS

TRADE NAME:
7512L VITREBOND GLASS IONGMER LIQUID
ID NUMBER/U.P.C.: FH-5000-4209-5 - - 70-2010-0105-7 +H-44410-86537-0

70-2010-1332-6 +H-644460-3412+-0 70-2010-1757-4 +H-64440-7772B-0

ISSUED: DECEMBER 1, 1997
SUPERSEDES: JANUARY 7, 1997
DOCUMENT: 11-2209-2

1. INGREDIENT ‘ C.A.S. NO. PERCENT
POLYCAROBOXYLIC ACID COPOLYMER ....... None < G2
WATER ... . i i it 7732-18-5 30.0 - 40.0
2-HYDROXYETHYL METHACRYLATE .......... 868-77-9 20.0 - 25.0

2. PHYSICAL DATA

BOILING POINT:............... N/D

VAPOR PRESSURE:.............. N/D

VAPOR DENSITY: .............. N/D
EVAPORATION RATE:............ N/D
SOLUBILITY IN WATER: ........ complete

SP. GRAVITY:................. 1.200 gm/ml
PERCENT VOLATILE: ........... 35.00 % by wt
pH: . ... i 2.50-3.00
VISCOSITY: .........cicuiennn. ca. 300.0 CPS
MELTING POINT................ N/D

APPEARANCE AND ODOR: liquid form, clear slightly vellow color, slight sweet odor
3. FIRE AND EXPLOSION HAZARD DATA

FLASH POINT:................. N/A
FLAMMABLE LIMITS - LEL: ..... N/A
FLAMMABLE LIMITS - UEL: ..... N/A
AUTOIGNITION TEMPERATURE: ... N/A

EXTINGUISHING MEDIA:

Water spray, Carbon dioxide, Dry chemical, Foam, Alcohol-type foam
SPECIAL FIRE FIGHTING PROCEDURES:

None known.
UNUSUAL FIRE AND EXPLOSION HAZARDS:

Not applicable.
NFPA HAZARD CODES: HEALTH: 1 FIRE: 1 REACTIVITY: O

UNUSUAL REACTION HAZARD: none

OSHA FIRE HAZARD CLASS: Class IIIB Combustible Liquid

Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately
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4. REACTIVITY DATA

STABILITY: Stable
INCOMPATIBILITY - MATERIALS TO AVOID:
None known.
HAZARDOUS POLYMERIZATION: Will Not Occur
HAZARDOUS DECOMPOSITION PRODUCTS:
Carbon Monoxide and Carbon Dioxide.

. ENVIRONMENTAL INFORMATION

SPILL RESPONSE: . .
Refer to other sections of this MSDS for information regarding
physical and health hazards, respiratory protection, ventilation, and

personal protective equipment. Contain spill. Cover with absorbent
material. Collect spilled material. Place in an approved metal
container.

Wipe up spill with paper,cloth,etc.

RECOMMENDED DISPOSAL: .
Incinerate in a permitted hazardous waste incinerator in the presence

of a combustible material. Dispose of waste product in a sanitary
landfill.

ENVIRONMENTAL DATA:
Not determined.

REGULATORY INFORMATION:
Volatile Organic Compounds: N/D.
VOC Less H20 & Exempt Solvents: N/D.

EPCRA HAZARD CLASS:
FIRE HAZARD: No PRESSURE: No REACTIVITY: No ACUTE: Yes CHRONIC: No

. SUGGESTED FIRST AID

EYE CONTACT:
Immediately flush eyes with large amounts of water for at least 15
minutes. Get immediate medical attention.

SKIN CONTACT: .
Flush skin with large amounts of water. If irritation persists, get
medical attention.

INHALATION: )
If signs/symptoms occur, remove person to fresh air. If
signs/symptoms continue, call a physician.

IF SWALLOWED:
Drink two glasses of water. Call a physician.

Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately
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7. PRECAUTIONARY INFORMATION

EYE PROTECTION:
Avoid eye contact.

SKIN PROTECTION:
Avoid skin contact.

VENTILATION PROTECTION:
Not applicable.

RESPIRATORY PROTECTION:
Avoid breathing of vapors.

PREVENTION OF ACCIDENTAL INGESTION:
Do not ingest.

- RECOMMENDED STORAGE: .
Store in a cool place. Store away from heat. Keep container dry.
Keep container in well-ventilated area.

FIRE AND EXPLOSION AVOIDANCE:
Keep container tightly closed. Keep away from heat, spgrks, open
flame, and other sources of ignition. Combustible liquid and vapor.
No smoking while handling this material.

EXPOSURE LIMITS

INGREDIENTS VALUE UNIT TYPE AUTH SKINX
POLYCAROBOXYLIC ACID COPOLYMER ....... NONE NONE NONE NONE
WATER ... ittt iieiiniinannnn NONE NONE NONE NONE
2-HYDROXYETHYL METHACRYLATE .......... NONE NONE NONE NONE

X SKIN NOTATION: Listed substances indicated with "Y" under SKIN refer to
the potential contribution to the overall exposure by the cutaneous.route
including mucous membrane and eve, either by airborne or, more particularly,
by direct contact with the substance. Vehicles can alter skin absorption.

SOURCE OF EXPOSURE LIMIT DATA: .
- AIHA: American Industrial Hvgine Assoc. Workplace Environmental Exposure Level G
- NONE: None Established

8. HEALTH HAZARD DATA

EYE CONTACT:
Severe Eye Irritation: signs/symptoms can include redness, swelling,
pain, tearing, cloudy appearance of the cornea, impaired vision and
possible permanently impaired vision.

SKIN CONTACT: .
Allergic Skin Reaction: signs/symptoms can include redness, swelling,

Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately






