MATERIAL SAFETY
DATA SHEET

DIVISION:
TRADE NAME:

3M

3M Center
St. Paul,
55144-1000
(612) 733-1110

DENTAL PRODUCTS

3M GOLD ANODIZED CROWNS
3M ID NUMBER/U.P.C.:

70-2005-5672-1
70-2005-5674-7
70-2005-5676-2
70-2005-5678-8
70-2005-5680-4
70-2005-5682-0
70-2005-5684-6
70-2005-5686-1
70-2005-5688-7
70-2005-5690-3
70-2005-5692-9
70-2005-5694-5
70-2005-5696-0
70-2005-5698-6
70-2005-5700-0
70-2005-5702-6
70-2005-5704-2
70-2005-5706-7
70-2005-5762-0
70-2005-5764-6
70-2005-5766-1
70-2005-5768-7
70-2005-5770-3
70-2005-5772-9
70-2005-5774-5
70-2005-5776-0
70-2005-5778-6
70-2005-5780-2
70-2005-5782-8
70-2005-5784-4
70-2005-5786-9
70-2005-5788-5
70-2005-5790-1
70-2005-5792-7
70-2005-5794-3
70-2005-5796-8
70-2005-5798-4
70-2005-5800-8
70-2005-5802-4
70-2005-5804-0
70-2005-5844-6
ISSUED: March 01,

SUPERSEDES: November 29,

+H-44411-84637-0
+H-44411-84839-0
+H-44411-85032-0
+H-44411-85234-0
+H~44411-85436-0
+H-44411-85638-0
+H-44411-8583A-0
+H-44411-86033-0
+H-44411-86235-0
+H-44411-86437-0
+H-44411-86639-0
+H-44411-8683B-0
+H-44411-87034-0
+H-44411-87236-0
+H-44411-87438-0
+H-44411-8763A-0
+H-44411-8783C-0
+H-44411-88035-0
+H-44411-88237-0
+H-44411-88439-0
+H-44411-8863B-0
+H-44411-8883D-0
+H-44411-89036-0
+H-44411-89238-0
+H-44411-8943A-0
+H-44411-8963C-0
+H-44411-8983E-0
+H-44411-9003+-0
+H-44411-50230-0
+H-44411-90432-0
+H-44411-90634-0
+H-44411-90836-0
+H-44411-9103%-0
+H-44411-91231-0
+H-44411-91433-0
+H-44411-91635-0
+H-44411-91837-0
+H-44411-92030-0
+H-44411-92232-0
+H-44411-92434-0
+H-44411-96438-0
1995

1983

DOCUMENT: 06-2941-0

N/D - Not Determined N/A - Not Applicable

Abbreviations:

Minnesota

70-2005-5673-9
70-2005-5675-4
70-2005-5677-0
70-2005-5675-6
70-2005-5681-2
70-2005-5683-8
70~-2005-5685-3
70-2005-5687-9
70-2005-5689-5
70-2005-5691-1
70-2005-5693-7
70-2005-5695-2
70-2005-5697-8
70-2005-5699-4
70-2005-5701-8
70-2005-5703-4
70-2005-5705-9
70-2005-5707-5
70-2005-5763-8
70-2005-5765-3
70-2005-5767-9
70-2005-5769-5
70-2005-5771-1
70-2005-5773-7
70-2005-5775-2
70-2005-5777-8
70-2005-5779-4
70-2005-5781-0
70-2005-5783-6
70-2005-5785-1
70-2005-5787-7
70-2005-5789-3
70-2005-5791-9
70-2005-5793-5
70-2005-5795-0
70-2005-5797-6
70-2005-5799-2
70-2005-5801-6
70-2005-5803-2
70-2005-5805-7
70-2005-5845-3

+H-44411-84738-0
+H-44411-8493A-0
+H-44411-85133-0
+H-44411-85335-0
+H-44411-85537-0
+H-44411-85739-0
+H-44411-8593B-0
+H-44411-86134-0
+H-44411-86336-0
+H-44411-86538-0
+H-44411-8673A-0
+H-44411-8693C-0
+H-44411-87135-0
+H-44411-87337-0
+H-44411-87539-0
+H-44411-8773B-0
+H-44411-8793D-0
+H-44411-88136-0
+H-44411-88338-0
+H-44411-8853A-0
+H-44411-8873C-0
+H-44411-8893E-0
+H-44411-89137-0
+H-44411-89339-0
+H-44411-8953B-0
+H-44411-8973D-0
+H-44411-8993F-0
+H-44411-9013%-0
+H-44411-90331-0
+H-44411-90533-0
+H-44411-90735-0
+H-44411-90937-0
+H-44411-91130-0
+H-44411-91332-0
+H-44411-91534-0
+H-44411-91736-0
+H-44411-91938-0
+H-44411-92131-0
+H-44411-92333-0
+H-44411-92535-0
+H-44411-96539-0
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1. INGREDIENT C.A.S. NO PERCENT

ALUMINUM. . ... .. e 7429-90-5 95 - 99

MANGANESE . . . . .. it e e e e e e 7439-96-5 1 - 1.5

This product contains the following toxic chemical or chemicals subject to
the reporting requirements of Section 313 of Title III of the Emergency
Planning and Community Right-To-Know Act of 1986 and 40 CFR Part 372:
ALUMINUM
MANGANESE

BOILING POINT: .............0.... N/A
VAPOR PRESSURE: . ............... N/A
VAPOR DENSITY: .o vveeeeeenn... N/A
EVAPORATION RATE: . ............. N/A
SOLUBILITY IN WATER:........... N/A
SPECIFIC GRAVITY: .............. N/A
PERCENT VOLATILE: .............. N/A
VOLATILE ORGANIC COMPOUNDS: .... N/A
VOC LESS H20 & EXEMPT SOLVENTS: N/A

Hi oo N/A
VISCOSTITY: .o vvveeteeee e N/A
MELTING POINT: .. ............... N/A

APPEARANCE AND ODOR:
ODORLESS METAL CROWN

FLASH POINT:................... N/A
FLAMMABLE LIMITS - LEL:........ N/A
FLAMMABLE LIMITS - UEL:........ N/A
AUTOIGNITION TEMPERATURE: ...... N/A

EXTINGUISHING MEDIA:
Non-combustible. Choose material suitable for surrounding fire.

SPECIAL FIRE FIGHTING PROCEDURES:
Not applicable

UNUSUAL FIRE AND EXPLOSTION HAZARDS:
Not applicable.

NFPA HAZARD CODES: HEALTH: O FIRE: O REACTIVITY: O
UNUSUAL REACTION HAZARD: N/D

Abbreviations: N/D - Not Determined N/A - Not Applicable
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3. FIRE AND EXPLOSION HAZARD DATA (continued)
OSHA FIRE HAZARD CLASS: Not applicable

STABILITY: Stable

INCOMPATIBILITY - MATERIALS/CONDITIONS TO AVOID:
None known,

HAZARDOUS POLYMERIZATION: Hazardous polymerization will not occur.

HAZARDOUS DECOMPOSITION PRODUCTS:
None known.

SPILL RESPONSE:
Not applicable.

RECOMMENDED DISPOSAL:
Dispose of waste product in a sanitary landfill.

ENVIRONMENTAL DATA:
Not applicable.

REGULATORY INFORMATION:
Since regulations vary, consult applicable requlations or authorities
before disposal.

EPCRA HAZARD CLASS:
FIRE HAZARD: No PRESSURE: No REACTIVITY: No ACUTE: No CHRONIC: No

EYE CONTACT:
Not applicable.

SKIN CONTACT:
Not applicable.

INHALATION:
No need for first aid is anticipated.

Abbreviations: N/D - Not Determined N/A - Not Applicable
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IF SWALLOWED:
No need for first aid is anticipated.

EYE PROTECTION:
Not applicable.

SKIN PROTECTION:
Not applicable.

RECOMMENDED VENTILATION:
Provide appropriate local exhaust for grinding, cutting or sanding
cured material. Provide sufficient ventilation to maintain emissions
below recommended exposure limits.

RESPIRATORY PROTECTION:
Avoid breathing of dust created by cutting, sanding or grinding.
half-mask dust respirator.

PREVENTION OF ACCIDENTAL INGESTION:
Not applicable.

RECOMMENDED STORAGE:
Not applicable.

FIRE AND EXPLOSION AVOIDANCE:
Not applicable.

EXPOSURE LIMITS

INGREDIENT VALUE UNIT TYPE AUTH SKIN*

ALUMINUM. ... ... . it e e 10 MG /M3 TWA ACGIH

ALUMINUM. . .. .. .. . . i 15 MG /M3 TWA OSHA
as Al

MANGANESE . . ... ... . e e e et 1 MG /M3 TWA ACGIH
as FUME

MANGANESE . . . .. ... . . 3 MG /M3 STEL ACGIH
as FUME

MANGANESE. . ... . . e st i e 1 MG /M3 TWA OSHA
as Mn

MANGANESE. . . . . .. ... . . 3 MG /M3 STEL OSHA
as Mn

* SKIN NOTATION: Listed substances indicated with ‘Y’ under SKIN refer to
the potential contribution to the overall exposure by the cutaneous route

Abbreviations: N/D - Not Determined N/A - Not Applicable
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EXPOSURE LIMITS (continued)

INGREDIENT VALUE UNIT TYPE AUTH SKIN*

including mucous membrane and eye, either by airborne or, more particularly,
by direct contact with the substance. Vehicles can alter skin absorption.

SOURCE OF EXPOSURE LIMIT DATA:
- ACGIH: American Conference of Governmental Industrial Hygienists
- OSHA: Occupational Safety and Health Administration

EYE CONTACT:
No adverse health effects are expected from eye contact.

SKIN CONTACT:
No adverse health effects are expected from skin contact.

INHALATION:
Dust from cutting, grinding, sanding or machining may cause
irritation of the respiratory system,

JF SWALLOWED:
No adverse health effects are expected from swallowing.

HEADING SECTION CHANGED SINCE November 29, 1993 ISSUE

Abbreviations: N/D - Not Determined N/A - Not Applicable

The information on this Data Sheet represents our current data and best
opinion as to the proper use and handling of this product under normal
conditions. Any use of the product which is not in conformance with this
Data Sheet or which involves using the product in combination with any
other product or any other process is the responsibility of the user.



